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236.807 Signal, interlocking.
236.808 Signals, opposing.
236.809 Signal, slotted mechanical.
236.810 Spectacle, semaphore arm.
236.811 Speed, medium.
236.812 Speed, restricted.
236.813 Speed, slow.
236.813a State, most restrictive.
236.814 Station, control.
236.815 Stop.
236.816 Superiority of trains.
236.817 Switch, electro-pneumatic.
236.818 Switch, facing point.
236.819 Switch, hand operated.
236.820 Switch, interlocked.
236.820a Switch, power-operated.
236.821 Switch, sectionalizing.
236.822 Switch, spring.
236.823 Switch, trailing point.
236.824 System, automatic block signal.
236.825 System, automatic train control.
236.826 System, automatic train stop.
236.827 System, block signal.
236.828 System, traffic control.
236.829 Terminal, initial.
236.830 Time, acknowledging.
236.831 Time, delay.
236.831a Track, main.
236.832 Train.
236.833 Train, opposing.
236.834 Trip.
236.835 Trunking.
236.836 Trunnion.
236.837 Valve, electro-pneumatic.
236.838 Wire, shunt.
APPENDIX A TO PART 236—CIVIL PENALTIES

AUTHORITY: 49 U.S.C. 20103, 20107 and 49
CFR 1.49.

SOURCE: 33 FR 19684, Dec. 25, 1968, unless
otherwise noted.

§ 236.0 Applicability, minimum re-
quirements, and civil penalties.

(a) Except as provided in paragraph
(b) of this section, this part applies to
railroads that operate on standard gage
track which is part of the general rail-
road system of transportation.

(b) This part does not apply to rail
rapid transit operations conducted over
track that is used exclusively for that
purpose and that is not part of the gen-
eral system of railroad transportation.

(c) Where a passenger train is oper-
ated at a speed of 60 or more miles per
hour, or a freight train is operated at a
speed of 50 or more miles per hour, a
block signal system complying with
the provisions of this part shall be in-
stalled or a manual block system shall
be placed permanently in effect which
shall conform to the following condi-
tions:

(1) A passenger train shall not be ad-
mitted to a block occupied by another
train except under flag protection;

(2) No train shall be admitted to a
block occupied by a passenger train ex-
cept under flag protection;

(3) No train shall be admitted to a
block occupied by an opposing train ex-
cept under flag protection; and

(4) A freight train, including a work
train, may be authorized to follow a
freight train, including a work train,
into a block but the following train
must proceed prepared to stop within
one-half the range of vision but not ex-
ceeding 20 miles per hour.

(d) Where any train is operated at a
speed of 80 or more miles per hour, an
automatic cab signal, automatic train
stop or automatic train control system
complying with the provisions of this
part shall be installed.

(e) Nothing in this section authorizes
the discontinuance of a block signal
system, interlocking, traffic control
system, automatic train stop, train
control, or cab signal system without
approval of the Federal Railroad Ad-
ministration.

(f) Any person (an entity of any type
covered under 1 U.S.C. 1, including but
not limited to the following: a railroad;
a manager, supervisor, official, or
other employee or agent of a railroad;
any owner, manufacturer, lessor, or
lessee of railroad equipment, track, or
facilities; any independent contractor
providing goods or services to a rail-
road; and any employee of such owner,
manufacturer, lessor, lessee, or inde-
pendent contractor) who violates any
requirement of this part or causes the
violation of any such requirement is
subject to a civil penalty of at least
$500 and not more than $11,000 per vio-
lation, except that: Penalties may be
assessed against individuals only for
willful violations, and, where a grossly
negligent violation or a pattern of re-
peated violations has created an immi-
nent hazard of death or injury to per-
sons, or has caused death or injury, a
penalty not to exceed $22,000 per viola-
tion may be assessed. Each day a viola-
tion continues shall constitute a sepa-
rate offense. See appendix A to this
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part for a statement of agency civil
penalty policy.

[49 FR 3382, Jan. 26, 1984, as amended at 53
FR 52936, Dec. 29, 1988; 63 FR 11624, Mar. 10,
1998]

Subpart A—Rules and Instructions:
All Systems

GENERAL

§ 236.1 Plans, where kept.
As required for maintenance, plans

shall be kept at all interlockings, auto-
matic signals and controlled points.
Plans shall be legible and correct.

[49 FR 3382, Jan. 26, 1984]

§ 236.2 Grounds.
Each circuit, the functioning of

which affects the safety of train oper-
ations, shall be kept free of any ground
or combination of grounds which will
permit a flow of current equal to or in
excess of 75 percent of the release value
of any relay or other electromagnetic
device in the circuit, except circuits
which include any track rail and ex-
cept the common return wires of sin-
gle-wire, single-break, signal control
circuits using a grounded common, and
alternating current power distribution
circuits which are grounded in the in-
terest of safety.

§ 236.3 Locking of signal apparatus
housings.

Signal apparatus housings shall be
secured against unauthorized entry.

[49 FR 3382, Jan. 26, 1984]

§ 236.4 Interference with normal func-
tioning of device.

The normal functioning of any device
shall not be interfered with in testing
or otherwise without first taking meas-
ures to provide for safety of train oper-
ation which depends on normal func-
tioning of such device.

[49 FR 3382, Jan. 26, 1984]

§ 236.5 Design of control circuits on
closed circuit principle.

All control circuits the functioning
of which affects safety of train oper-
ation shall be designed on the closed
circuit principle, except circuits for

roadway equipment of intermittent
automatic train stop system.

§ 236.6 Hand-operated switch equipped
with switch circuit controller.

Hand-operated switch equipped with
switch circuit controller connected to
the point, or with facing-point lock and
circuit controller, shall be so main-
tained that when point is open one-
fourth inch or more on facing-point
switch and three-eights inch or more
on trailing-point switch, track or con-
trol circuits will be opened or shunted
or both, and if equipped with facing-
point lock with circuit controller,
switch cannot be locked. On such hand-
operated switch, switch circuit control-
lers, facing-point locks, switch-and-
lock movements, and their connections
shall be securely fastened in place, and
contacts maintained with an opening
of not less than one-sixteenth inch
when open.

§ 236.7 Circuit controller operated by
switch-and-lock movement.

Circuit controller operated by
switch-and-lock movement shall be
maintained so that normally open con-
tacts will remain closed and normally
closed contacts will remain open until
the switch is locked.

§ 236.8 Operating characteristics of
electromagnetic, electronic, or elec-
trical apparatus.

Signal apparatus, the functioning of
which affects the safety of train oper-
ation, shall be maintained in accord-
ance with the limits within which the
device is designed to operate.

[49 FR 3382, Jan. 26, 1984]

§ 236.9 Selection of circuits through in-
dicating or annunciating instru-
ments.

Signal control and electric locking
circuits shall not be selected through
the contacts of instruments designed
primarily for indicating or annunciat-
ing purposes in which an indicating
element attached to the armature is
arranged so that it can in itself cause
improper operation of the armature.
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